
Посібник користувача
Сонячна система електропостачання

Зображення лише для прикладу, фактичний продукт може відрізнятися

3. Quick Installation Guide

2. Angle Adjustment

Precautions for solar panel installation:
The panel should be oriented towards the due south direction to achieve a balanced 
charging efficiency in both winter and summer seasons. It is recommended to install 
it with a 10-degree westward tilt to avoid shading from sunlight. Avoid installing the
panel in areas where there are falling objects and dust. Deviating the panel installation 
angle by 10 degrees will affect the efficiency by 15-20% Charging efficiency.

Note: Please follow the actual regional recommendations and reference installation (the table above only 
refers to the approximate data for the best installation inclination in each city.Degrees should be adjusted 
according to local latitude and longitude

5. Use the Indicator Light to Determine the Status

The indicator lights for working status (as for difficult questions, the indicator light is 

easy to determine).

1. Packing List

Three Panels:

-02- -01-

1
Wall 

installation

2
Pile installation

Pole installation

-03-

Solar Panel Assembly

① Place the solar panel facing downwards on a flat surface and align the longer side
(applicable for assembly of 2 or 3 panels). If assembling 4 solar panels, first align the
longer sides to form two pairs of combined panels. Then align the longer sides of the
two combined panels and securely connect them using metal connecting  plates ,
hexagonal screws, and washers.
② Install the U-shaped connector on the solar panel's metal connector according to
the picture.

Battery Compartment Installation

③ Install the camera mount in the battery compartment, then fix the metal battery compartment

(tube) to the target position through screws or hoops as needed.

Whole Machine Installation

④ Securely install the solar panel on top of the battery compartment and adjust the angle of

sunlight exposure (the solar panel should be at a 90-degree angle to the sun at noon).

⑤  Fix the camera to the hanging board and connect to the power cable.

-04-

1. 1PCS 2. 3PC  S 3. 1PCSPacking List PV panel Tube holder

. 1PCS . 1PCS4  Vertical adjustment U-shaped stand 5  Camera Mounting Board

6 Short beams 7  one-to-tree power cord 8  DC output line head.  2PCS . 1PCS . 1PCS

10 Hoop9. Screw pack 1PCS . 2PCS

1. 1PCS 2. 4PC  S 3. 1PCSPacking List PV panel Tube holder

. 1PCS . 1PCS4  Vertical adjustment U-shaped stand 5  Camera Mounting Board

7. Beam  1PCS . 1PCS             8  one-to-four power cord

0 Screw pack 1 Hoop1 .       1PCS 1 . 2PCS

6. Standard beams
2PCS

9. DC output line head 1PCS

Two indicators complete the charging display, power level display, and power loss 
displaystatus. The minimally designed power-saving aviation head wiring will not be 
misconnected. The waterproof performance is good, and the installation is quick 
and hassle-free. 

Before the battery runs out of power, turn off the output protectively and wait until 
the charge reaches a safe voltage  before starting the  output. To avoid  being 
pulleddown by the camera after recharging after power loss, causing repeated 
restarts, which will affect  the life cycle of the battery and the camera. Battery 
temperature monitoring, ultra-high temperature shutdown, ultra-low temperature 
compensation strategy, is safe and efficient. 

-05-

Two panels Three panels

Four panels Six panels

4. Product Model and Basic Parameters

9.1-12.6V 0-6A 36W 360WH

9.1-12.6V 0-6A 48W 480WH

Output 
Voltage 

Output
Current

P o w e r 
Generation

B a t t e r y 
Capacity

Output 
Voltage  

Output
Current

P o w e r 
Generation

B a t t e r y 
Capacity

⼀、The indicator is off: indicates that the device is off and stops generating and 

supplying power.

⼆、Indicator light constant:

1、 Green light constant: indicates that the output current of the device is above 50%.

2、 Yellow light constant: indicates that the output current of the device is at 20%-50%.

3、 Red light constant: indicates that the output current of the device is below 20%.

The indicator light is flashing:三、 

1、 The green light flashes: indicates that solar energy is generating electricity, and the

battery charge is above 50%.

2、 The yellow light flashes: indicates that solar energy is generating electricity and that 

the battery power is at 20%-50%.

3、 The red light flashes: indicates that solar energy is generating electricity, and the 

battery charge is below 20%.

Abnormal Conditions:四、 

1、 The red light flashes quickly when exposed to sunlight: the equipment is abnormal.

2、 When exposed to sunlight, the three color indicators lights are on at the same time:

the equipment is abnormal

Four Panels:
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3. Quick Installation Guide

2. Регулювання кута
Запобіжні заходи під час встановлення сонячних панелей:
Панель повинна бути направлена на південь, щоб отримати збалансовану 
ефективність заряджання як взимку, так і влітку. Рекомендується 
встановлювати її з ухилом 10 градусів на захід, щоб уникнути затінення від 
сонячних променів. Не встановлюйте панель в місцях, де можуть впасти 
предмети або пил. Відхилення кута установки панелі на 10 градусів вплине на 
ефективність зарядки на 15-20%.

Примітка. Будь ласка, дотримуйтеся регіональних рекомендацій і прикладу встановлення 
(інформація вище стосується лише приблизних даних щодо найкращого нахилу встановлення в 
кожному місті. Градуси слід відрегулювати відповідно до місцевої широти та довготи)

5. Use the Indicator Light to Determine the Status

The indicator lights for working status (as for difficult questions, the indicator light is 

easy to determine).

1. Комплект поставки

-02- -01-

1
Встановлення

на стіні

2
Встановлення 

палі
Встановлення 

на стовпі

-03-

Solar Panel Assembly

① Place the solar panel facing downwards on a flat surface and align the longer side
(applicable for assembly of 2 or 3 panels). If assembling 4 solar panels, first align the
longer sides to form two pairs of combined panels. Then align the longer sides of the
two combined panels and securely connect them using metal connecting  plates ,
hexagonal screws, and washers.
② Install the U-shaped connector on the solar panel's metal connector according to
the picture.

Battery Compartment Installation

③ Install the camera mount in the battery compartment, then fix the metal battery compartment

(tube) to the target position through screws or hoops as needed.

Whole Machine Installation

④ Securely install the solar panel on top of the battery compartment and adjust the angle of

sunlight exposure (the solar panel should be at a 90-degree angle to the sun at noon).

⑤  Fix the camera to the hanging board and connect to the power cable.

-04-

Two indicators complete the charging display, power level display, and power loss 
displaystatus. The minimally designed power-saving aviation head wiring will not be 
misconnected. The waterproof performance is good, and the installation is quick 
and hassle-free. 

Before the battery runs out of power, turn off the output protectively and wait until 
the charge reaches a safe voltage  before starting the  output. To avoid  being 
pulleddown by the camera after recharging after power loss, causing repeated 
restarts, which will affect  the life cycle of the battery and the camera. Battery 
temperature monitoring, ultra-high temperature shutdown, ultra-low temperature 
compensation strategy, is safe and efficient. 
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Two panels Three panels

Four panels Six panels

4. Product Model and Basic Parameters

9.1-12.6V 0-6A 36W 360WH

9.1-12.6V 0-6A 48W 480WH
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⼀、The indicator is off: indicates that the device is off and stops generating and 

supplying power.

⼆、Indicator light constant:

1、 Green light constant: indicates that the output current of the device is above 50%.

2、 Yellow light constant: indicates that the output current of the device is at 20%-50%.

3、 Red light constant: indicates that the output current of the device is below 20%.

The indicator light is flashing:三、 

1、 The green light flashes: indicates that solar energy is generating electricity, and the

battery charge is above 50%.

2、 The yellow light flashes: indicates that solar energy is generating electricity and that 

the battery power is at 20%-50%.

3、 The red light flashes: indicates that solar energy is generating electricity, and the 

battery charge is below 20%.

Abnormal Conditions:四、 

1、 The red light flashes quickly when exposed to sunlight: the equipment is abnormal.

2、 When exposed to sunlight, the three color indicators lights are on at the same time:

the equipment is abnormal

Чотири панелі:

1. Комлпект поставки
2. PV панель
3. Тримач трубки
4. Підставка в U-формі з
вертикальним регулюванням
5. Монтажна плата для камери

Три панелі:

1. Комлпект поставки       1 шт
2. PV панель       3 шт 
3. Тримач трубки       1 шт 
4. Підставка в U-формі з
вертикальним регулюванням              1 шт 

5. Монтажна плата для камери       1 шт

6. Короткі балки
7. Кабель живлення 1-на-3        
8. Штекер постійного струму    1 шт
9. Набір шурупів
10. Обруч

1 шт

1 шт
2 шт

2 шт

1 шт
1 шт
1 шт

1 шт
1 шт

6. Стандартні балки
7. Балка
8. Кабель живлення 1-на-4        
9. Штекер постійного струму     
10. Набір шурупів
11. Обруч

2 шт
1 шт
1 шт
1 шт
1 шт
2 шт
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3. Посібник по швидкому встановленню

gle Adjustment

ons for solar panel installation:
el should be oriented towards the due south direction to achieve a balanced 
efficiency in both winter and summer seasons. It is recommended to install 
0-degree westward tilt to avoid shading from sunlight. Avoid installing the
reas where there are falling objects and dust. Deviating the panel installation 
0 degrees will affect the efficiency by 15-20% Charging efficiency.

e follow the actual regional recommendations and reference installation (the table above only 
e approximate data for the best installation inclination in each city.Degrees should be adjusted 
o local latitude and longitude

5. Use the Indicator Light to Determine the Status

The indicator lights for working status (as for difficult questions, the indicator light is 

easy to determine).

1. Packing List

Three Panels:

-01-

1
Wall 

installation

2
Pile installation

Pole installation

-03-

Збірка сонячної панелі

① Помістіть сонячні панелі лицьовою стороною донизу на рівну поверхню,
як показано на рисунках, в залежності від кількості панелей. Надійно
з’єднайте їх за допомогою металевих сполучних пластин, шестигранних
гвинтів і шайб.
② Встановіть U-подібний з'єднувач на металевий з'єднувач сонячної
панелі як на зображенні.

Встановлення батарейного відсіку

③ Встановіть кріплення камери у відсік для батареї, а потім закріпіть
металевий відсік для батареї (трубку) у потрібному положенні за
допомогою гвинтів або обручів як потрібно.

-02-

Whole Machine Installation

④ Securely install the solar panel on top of the battery compartment and adjust the angle of

sunlight exposure (the solar panel should be at a 90-degree angle to the sun at noon).

⑤  Fix the camera to the hanging board and connect to the power cable.

-04-

1. 1PCS 2. 3PC  S 3. 1PCSPacking List PV panel Tube holder

. 1PCS . 1PCS4  Vertical adjustment U-shaped stand 5  Camera Mounting Board

6 Short beams 7  one-to-tree power cord 8  DC output line head.  2PCS . 1PCS . 1PCS

10 Hoop9. Screw pack 1PCS . 2PCS

1. 1PCS 2. 4PC  S 3. 1PCSPacking List PV panel Tube holder

. 1PCS . 1PCS4  Vertical adjustment U-shaped stand 5  Camera Mounting Board

7. Beam  1PCS . 1PCS             8  one-to-four power cord

0 Screw pack 1 Hoop1 .       1PCS 1 . 2PCS

6. Standard beams
2PCS

9. DC output line head 1PCS

Two indicators complete the charging display, power level display, and power loss 
displaystatus. The minimally designed power-saving aviation head wiring will not be 
misconnected. The waterproof performance is good, and the installation is quick 
and hassle-free. 

Before the battery runs out of power, turn off the output protectively and wait until 
the charge reaches a safe voltage  before starting the  output. To avoid  being 
pulleddown by the camera after recharging after power loss, causing repeated 
restarts, which will affect  the life cycle of the battery and the camera. Battery 
temperature monitoring, ultra-high temperature shutdown, ultra-low temperature 
compensation strategy, is safe and efficient. 
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Дві панелі Три панелі

Чотири панелі Шість панелей

4. Product Model and Basic Parameters

9.1-12.6V 0-6A 36W 360WH

9.1-12.6V 0-6A 48W 480WH

Output 
Voltage 

Output
Current

P o w e r 
Generation

B a t t e r y 
Capacity

Output 
Voltage  

Output
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P o w e r 
Generation

B a t t e r y 
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⼀、The indicator is off: indicates that the device is off and stops generating and 

supplying power.

⼆、Indicator light constant:

1、 Green light constant: indicates that the output current of the device is above 50%.

2、 Yellow light constant: indicates that the output current of the device is at 20%-50%.

3、 Red light constant: indicates that the output current of the device is below 20%.

The indicator light is flashing:三、 

1、 The green light flashes: indicates that solar energy is generating electricity, and the

battery charge is above 50%.

2、 The yellow light flashes: indicates that solar energy is generating electricity and that 

the battery power is at 20%-50%.

3、 The red light flashes: indicates that solar energy is generating electricity, and the 

battery charge is below 20%.

Abnormal Conditions:四、 

1、 The red light flashes quickly when exposed to sunlight: the equipment is abnormal.

2、 When exposed to sunlight, the three color indicators lights are on at the same time:

the equipment is abnormal

Four Panels:
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3. Quick Installation Guide

2. Angle Adjustment

Precautions for solar panel installation:
The panel should be oriented towards the due south direction to achieve a balanced 
charging efficiency in both winter and summer seasons. It is recommended to install 
it with a 10-degree westward tilt to avoid shading from sunlight. Avoid installing the
panel in areas where there are falling objects and dust. Deviating the panel installation 
angle by 10 degrees will affect the efficiency by 15-20% Charging efficiency.

Note: Please follow the actual regional recommendations and reference installation (the table above only 
refers to the approximate data for the best installation inclination in each city.Degrees should be adjusted 
according to local latitude and longitude

5. Use the Indicator Light to Determine the Status

The indicator lights for working status (as for difficult questions, the indicator light is 

easy to determine).

1. Packing List

Three Panels:

-02- -01-

1
Wall 

installation

2
Pile installation

Pole installation

-03-

Solar Panel Assembly

① Place the solar panel facing downwards on a flat surface and align the longer side
(applicable for assembly of 2 or 3 panels). If assembling 4 solar panels, first align the
longer sides to form two pairs of combined panels. Then align the longer sides of the
two combined panels and securely connect them using metal connecting  plates ,
hexagonal screws, and washers.
② Install the U-shaped connector on the solar panel's metal connector according to
the picture.

Battery Compartment Installation

③ Install the camera mount in the battery compartment, then fix the metal battery compartment

(tube) to the target position through screws or hoops as needed.

Повна установка

④ Надійно встановіть сонячну панель на батарейний відсік та
відрегулюйте кут попадання сонячного світла (опівдні (12:00) сонячна
панель має бути під кутом 90 градусів до сонця).

⑤ Закріпіть камеру на підвісній дошці та підключіть до кабелю живлення.

-04-

1. 1PCS 2. 3PC  S 3. 1PCSPacking List PV panel Tube holder

. 1PCS . 1PCS4  Vertical adjustment U-shaped stand 5  Camera Mounting Board

6 Short beams 7  one-to-tree power cord 8  DC output line head.  2PCS . 1PCS . 1PCS

10 Hoop9. Screw pack 1PCS . 2PCS

1. 1PCS 2. 4PC  S 3. 1PCSPacking List PV panel Tube holder

. 1PCS . 1PCS4  Vertical adjustment U-shaped stand 5  Camera Mounting Board

7. Beam  1PCS . 1PCS             8  one-to-four power cord

0 Screw pack 1 Hoop1 .       1PCS 1 . 2PCS

6. Standard beams
2PCS

9. DC output line head 1PCS

Two indicators complete the charging display, power level display, and power loss 
displaystatus. The minimally designed power-saving aviation head wiring will not be 
misconnected. The waterproof performance is good, and the installation is quick 
and hassle-free. 

Before the battery runs out of power, turn off the output protectively and wait until 
the charge reaches a safe voltage  before starting the  output. To avoid  being 
pulleddown by the camera after recharging after power loss, causing repeated 
restarts, which will affect  the life cycle of the battery and the camera. Battery 
temperature monitoring, ultra-high temperature shutdown, ultra-low temperature 
compensation strategy, is safe and efficient. 

-05-

Two panels Three panels

Four panels Six panels

4. Product Model and Basic Parameters

9.1-12.6V 0-6A 36W 360WH

9.1-12.6V 0-6A 48W 480WH
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Output
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B a t t e r y 
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⼀、The indicator is off: indicates that the device is off and stops generating and 

supplying power.

⼆、Indicator light constant:

1、 Green light constant: indicates that the output current of the device is above 50%.

2、 Yellow light constant: indicates that the output current of the device is at 20%-50%.

3、 Red light constant: indicates that the output current of the device is below 20%.

The indicator light is flashing:三、 

1、 The green light flashes: indicates that solar energy is generating electricity, and the

battery charge is above 50%.

2、 The yellow light flashes: indicates that solar energy is generating electricity and that 

the battery power is at 20%-50%.

3、 The red light flashes: indicates that solar energy is generating electricity, and the 

battery charge is below 20%.

Abnormal Conditions:四、 

1、 The red light flashes quickly when exposed to sunlight: the equipment is abnormal.

2、 When exposed to sunlight, the three color indicators lights are on at the same time:

the equipment is abnormal

Four Panels:
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3. Quick Installation Guide

2. Angle Adjustment

Precautions for solar panel installation:
The panel should be oriented towards the due south direction to achieve a balanced 
charging efficiency in both winter and summer seasons. It is recommended to install 
it with a 10-degree westward tilt to avoid shading from sunlight. Avoid installing the
panel in areas where there are falling objects and dust. Deviating the panel installation 
angle by 10 degrees will affect the efficiency by 15-20% Charging efficiency.

Note: Please follow the actual regional recommendations and reference installation (the table above only 
refers to the approximate data for the best installation inclination in each city.Degrees should be adjusted 
according to local latitude and longitude

5. Use the Indicator Light to Determine the Status

The indicator lights for working status (as for difficult questions, the indicator light is 

easy to determine).

1. Packing List

Three Panels:

-02- -01-

1
Wall 

installation

2
Pile installation

Pole installation

-03-

Solar Panel Assembly

① Place the solar panel facing downwards on a flat surface and align the longer side
(applicable for assembly of 2 or 3 panels). If assembling 4 solar panels, first align the
longer sides to form two pairs of combined panels. Then align the longer sides of the
two combined panels and securely connect them using metal connecting  plates ,
hexagonal screws, and washers.
② Install the U-shaped connector on the solar panel's metal connector according to
the picture.

Battery Compartment Installation

③ Install the camera mount in the battery compartment, then fix the metal battery compartment

(tube) to the target position through screws or hoops as needed.

Whole Machine Installation

④ Securely install the solar panel on top of the battery compartment and adjust the angle of

sunlight exposure (the solar panel should be at a 90-degree angle to the sun at noon).

⑤  Fix the camera to the hanging board and connect to the power cable.

-04-

1. 1PCS 2. 3PC  S 3. 1PCSPacking List PV panel Tube holder

. 1PCS . 1PCS4  Vertical adjustment U-shaped stand 5  Camera Mounting Board

6 Short beams 7  one-to-tree power cord 8  DC output line head.  2PCS . 1PCS . 1PCS

10 Hoop9. Screw pack 1PCS . 2PCS

1. 1PCS 2. 4PC  S 3. 1PCSPacking List PV panel Tube holder

. 1PCS . 1PCS4  Vertical adjustment U-shaped stand 5  Camera Mounting Board

7. Beam  1PCS . 1PCS             8  one-to-four power cord

0 Screw pack 1 Hoop1 .       1PCS 1 . 2PCS

6. Standard beams
2PCS

9. DC output line head 1PCS

Two indicators complete the charging display, power level display, and power loss 
displaystatus. The minimally designed power-saving aviation head wiring will not be 
misconnected. The waterproof performance is good, and the installation is quick 
and hassle-free. 

Before the battery runs out of power, turn off the output protectively and wait until 
the charge reaches a safe voltage  before starting the  output. To avoid  being 
pulleddown by the camera after recharging after power loss, causing repeated 
restarts, which will affect  the life cycle of the battery and the camera. Battery 
temperature monitoring, ultra-high temperature shutdown, ultra-low temperature 
compensation strategy, is safe and efficient. 
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Two panels Three panels

Four panels Six panels

4. Модель продукту та основні параметри

9.1-12.6В 0-6A 36Вт 360Втгод

9.1-12.6В 1-6A 48Вт 480Втгод

Вихідна 
напруга

Вихідний 
струм

Генерування 
енергії

Ємність 
акумулятора

⼀、The indicator is off: indicates that the device is off and stops generating and 

supplying power.

⼆、Indicator light constant:

1、 Green light constant: indicates that the output current of the device is above 50%.

2、 Yellow light constant: indicates that the output current of the device is at 20%-50%.

3、 Red light constant: indicates that the output current of the device is below 20%.

The indicator light is flashing:三、 

1、 The green light flashes: indicates that solar energy is generating electricity, and the

battery charge is above 50%.

2、 The yellow light flashes: indicates that solar energy is generating electricity and that 

the battery power is at 20%-50%.

3、 The red light flashes: indicates that solar energy is generating electricity, and the 

battery charge is below 20%.

Abnormal Conditions:四、 

1、 The red light flashes quickly when exposed to sunlight: the equipment is abnormal.

2、 When exposed to sunlight, the three color indicators lights are on at the same time:

the equipment is abnormal

Four Panels:

Вихідна 
напруга

Вихідний 
струм

Генерування 
енергії

Ємність 
акумулятора
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3. Quick Installation Guide

2. Angle Adjustment

Precautions for solar panel installation:
The panel should be oriented towards the due south direction to achieve a balanced 
charging efficiency in both winter and summer seasons. It is recommended to install 
it with a 10-degree westward tilt to avoid shading from sunlight. Avoid installing the
panel in areas where there are falling objects and dust. Deviating the panel installation 
angle by 10 degrees will affect the efficiency by 15-20% Charging efficiency.

Note: Please follow the actual regional recommendations and reference installation (the table above only 
refers to the approximate data for the best installation inclination in each city.Degrees should be adjusted 
according to local latitude and longitude

5. Використовуйте світловий індикатор для визначення стану

По світловому індикатору легко визначити стан пристрою:

1. Packing List

Three Panels:

-02- -01-

1
Wall 

installation

2
Pile installation

Pole installation

-03-

Solar Panel Assembly

① Place the solar panel facing downwards on a flat surface and align the longer side
(applicable for assembly of 2 or 3 panels). If assembling 4 solar panels, first align the
longer sides to form two pairs of combined panels. Then align the longer sides of the
two combined panels and securely connect them using metal connecting  plates ,
hexagonal screws, and washers.
② Install the U-shaped connector on the solar panel's metal connector according to
the picture.

Battery Compartment Installation

③ Install the camera mount in the battery compartment, then fix the metal battery compartment

(tube) to the target position through screws or hoops as needed.

Whole Machine Installation

④ Securely install the solar panel on top of the battery compartment and adjust the angle of

sunlight exposure (the solar panel should be at a 90-degree angle to the sun at noon).

⑤  Fix the camera to the hanging board and connect to the power cable.

-04-

1. 1PCS 2. 3PC  S 3. 1PCSPacking List PV panel Tube holder

. 1PCS . 1PCS4  Vertical adjustment U-shaped stand 5  Camera Mounting Board

6 Short beams 7  one-to-tree power cord 8  DC output line head.  2PCS . 1PCS . 1PCS

10 Hoop9. Screw pack 1PCS . 2PCS

1. 1PCS 2. 4PC  S 3. 1PCSPacking List PV panel Tube holder

. 1PCS . 1PCS4  Vertical adjustment U-shaped stand 5  Camera Mounting Board

7. Beam  1PCS . 1PCS             8  one-to-four power cord

0 Screw pack 1 Hoop1 .       1PCS 1 . 2PCS

6. Standard beams
2PCS

9. DC output line head 1PCS

Два індикатори доповнюють відображення заряджання, відображення рівня потужності 
та стану втрати потужності. Мінімалістичний дизайн енергозберігаючої проводки 
авіаційної головки виключає можливість неправильного підключення. Пристрій має 
хорошу водонепроникність, а встановлення відбувається швидко та без проблем.

Перш ніж батарея розрядиться, вимкніть вихід і дочекайтеся, поки заряд досягне 
безпечної напруги перед повторним увімкненням. Це допоможе уникнути 
перевантаження камери після повторної зарядки та запобігти повторним 
перезапускам, що можуть скоротити життєвий цикл як батареї, так і камери. 
Моніторинг температури батареї, вимкнення при надмірно високій температурі та 
стратегія компенсації при надмірно низькій температурі забезпечують безпеку та 
ефективність роботи.
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4. Product Model and Basic Parameters

9.1-12.6V 0-6A 36W 360WH

9.1-12.6V 0-6A 48W 480WH

Output 
Voltage 

Output
Current

P o w e r 
Generation

B a t t e r y 
Capacity

Output 
Voltage  

Output
Current

P o w e r 
Generation

B a t t e r y 
Capacity

1. Індикатор вимкнений: вказує на те, що пристрій вимкнено і він не
генерує та не подає електроенергію.

2. Безперервний світловий індикатор:
2.1 Безперервно зелене світло: означає, що вихідний струм пристрою
перевищує 50%.
2.2 Безперервно жовте світло: вказує на те, що вихідний струм пристрою
становить 20%-50%.
2.3 Безперервно червоне світло: вказує на те, що вихідний струм пристрою
нижче 20%.

3. Індикатор блимає:
3.1 Зелене світло блимає: вказує на те, що сонячна енергія генерує
електроенергію, а заряд батареї перевищує 50%.
3.2 Жовте світло блимає: вказує на те, що сонячна енергія виробляє
електроенергію, а заряд батареї становить 20%-50%.
3.3 Червоне світло блимає: вказує на те, що сонячна енергія генерує
електроенергію, а заряд батареї нижче 20%.

4. Ненормальні умови:
4.1 Червоне світло швидко блимає, коли знаходиться під впливом сонячного
світла: обладнання несправне.
4.2 Під впливом сонячного світла три кольорові індикатори світяться
одночасно: обладнання несправне.

Four Panels:
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